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1550nm PM Circulator (Both Axes Working) (PMCIR Series)

Parameter Unit Value
Center Wavelength (Ac) nm 1550
Operating Wavelength Range nm Ac £ 10
Min. Extinction Ratio dB 20
Max. Insertion Loss dB 1

Min. Isolation dB 20
Min. Crosstalk dB 45
Min. Return Loss dB 50
Max. Optical Power (Continuous Wave) mW 300
Max. Tensile Load N 5
Operating Temperature °C 0 to +40
Storage Temperature °C -40 to +85
Fiber Type PM 1550 Panda fiber

*IL is 0.3 dB higher, RL is 5 dB lower and ER is 2 dB lower for each connector added. Connector key aligned to slow axis.

Package Dimensions
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1310/1550 nm Multimode Circulator (MMCIR Series) @ﬁe";ﬁ‘.ﬁ?\?ﬁ’ﬁ
Parameter Unit Value
Center Wavelength (Ac) nm 1310 or 1550
Typ. Insertion Loss dB 1.0
Max. Insertion Loss dB 1.2
Min. Isolation, 23 °C dB 25
Min. Crosstalk dB 30
Min. Return loss dB 30
Max. Polarization Dependent Loss dB 0.2
Max. Optical Power (Continuous Wave) mW 300
Fiber Type 62.5/125 or 50/125 pm MM fiber

*IL is 0.3 dB higher and RL is 10 dB lower for connector added.
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